Agisoft PhotoScan

Processing Report
17 April 2014
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Fig. 1. Camera locations and image overlap.
Number of images: 276 Camera stations: 276
Flying altitude: 77.2865 m Tie-points: 180892
Ground resolution: 0.0201029 m/pix Projections: 713735
Coverage area: 0.118506 sg km Error: 1.74273 pix
Camera Model Resolution | Focal Length [ Pixel Size Precalibrated
PENTAX WG-3 GPS (4.5 mm) | 4608 x 2592 | 4.5 mm 1.47305 x 1.47305 um | No

Table. 1. Cameras.




Ground Control Points

Fig. 2. GCP locations.

Label | X error (m)|Y error (m)|Z error (m) | Error (m) | Projections | Error (pix)
point 2 | -0.206401 |[-1.032145 |0.215361 |1.074386 |41 0.000070
point 3-0.701926 |[0.070471 |-0.016314 |0.705644 |17 0.000066
point 41 0.903670 [0.984455 |-0.208005 |1.352419 |31 0.000088
Total [0.671298 |0.824508 |0.173121 |1.077230 |89 0.000076

Table. 2. Control points.




Digital Elevation Model

860.139 m

776.354 m

Fig. 3. Reconstructed digital elevation model.

Resolution: 0.0804115 m/pix
Point density: 154.655 points per sq m
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Fig. 1. Camera locations and image overlap.
Number of images: 609 Camera stations: 598
Flying altitude: 92.6482 m Tie-points: 160200
Ground resolution: 0.0249682 m/pix Projections: 558745
Coverage area: 0.345282 sg km Error: 1.54868 pix
Camera Model Resolution | Focal Length [ Pixel Size Precalibrated
PENTAX WG-3 GPS (4.5 mm) | 4608 x 2592 | 4.5 mm 1.47305 x 1.47305 um | No
PENTAX WG-3 GPS (4.5 mm) | 3064 x 2297 | 4.5 mm 2.03374 x 2.03374 um | No

Table. 1. Cameras.




Ground Control Points

Fig. 2. GCP locations.

Label | X error (m)|Y error (m)|Z error (m) | Error (m) | Projections | Error (pix)
point 2 | 1.398307 [0.957183 |4.984586 |5.264747 |26 0.000069
point 310.019134 |[0.866681 |4.324417 |4.410452 |35 0.000062
point 4 | -0.168499 |[0.165235 |-3.749589 |3.757009 |14 0.000054
point 5| -1.460750 |[-2.153066 |-5.048675 |5.679666 |9 0.000059
Total [1.014619 |1.258007 |[4.557829 |[4.835891 |84 0.000063

Table. 2. Control points.




Digital Elevation Model

903.191m

860.612 m

Fig. 3. Reconstructed digital elevation model.

Resolution: 0.399492 m/pix
Point density: 6.26591 points per sqgm
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